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Through-the-wall intelligence.

Subject to changes!
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Cable and Pipe Sealing Systems

• Liners as supplied match the wall thickness. Please check these dimensions before installation!

• Composite cement pipes must be closed with PE cover on both sides!

• During packaging, transportation and storage, the ZVR wall sleeves must not be kept in water or exposed to high 
temperatures or direct sunlight. Soiling and damage to coating must also be avoided.
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For use at a timber formwork remove the PE cover from the pipe and 
nail it to the external formwork.
For steel formwork liners are attached to the reinforcement with wire 
or similar materials.

• PE covers have to stay in the pipe for concreting.

• The distance between the reinforcement and the liner must 
be at least 5 cm all-around (see no. 2).

Push the pipe on the fixed PE cover and place it in the internal form-
work.

Armierung

mind. 5 cm umlaufend

ZVR (D)/X
D: inner diameter of pipe
X: wall thickness

*

Installation Instruction P-LINER Basic (ZVR (D)/X)
Composite cement pipe with a diameter from 80 - 300 mm 
with cement-bounded special coating.

GB

When concreting the pipes please ensure a proper compacting 
all-around (no cavities!).

3 Once the concrete has set, the casing can be removed.

Remove the PE cover from the composite cement pipe just be-
fore installation.
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Cable and Pipe Sealing Systems

• Liners as supplied match the wall thickness. Please check these dimensions before installation!

• Composite cement pipes must be closed with PE cover on both sides!

• During packaging, transportation and storage, the ZVR wall sleeves must not be kept in water or exposed to high 
temperatures or direct sunlight. Soiling and damage to coating must also be avoided.
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For use at a timber formwork remove the PE cover from the pipe and 
nail it to the external formwork.
For steel formwork liners are attached to the reinforcement with wire 
or similar materials.

• PE covers have to stay in the pipe for concreting.

• The distance between the reinforcement and the liner must 
be at least 5 cm all-around (see no. 2).

Push the pipe on the fixed PE cover and place it in the internal form-
work.

Armierung

mind. 5 cm umlaufend

ZVR (D)/X
D: inner diameter of pipe
X: wall thickness

*

Installation Instruction P-LINER Basic (ZVR (D)/X)
Composite cement pipe with a diameter from 80 - 300 mm 
with cement-bounded special coating.

GB

When concreting the pipes please ensure a proper compacting 
all-around (no cavities!).

3 Once the concrete has set, the casing can be removed.

Remove the PE cover from the composite cement pipe just be-
fore installation.
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Cable and Pipe Sealing Systems

• Liners as supplied match the wall thickness. Please check these dimensions before installation!

• Composite cement pipes must be closed with PE cover on both sides!

• During packaging, transportation and storage, the ZVR wall sleeves must not be kept in water or exposed to high 
temperatures or direct sunlight. Soiling and damage to coating must also be avoided.
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For use at a timber formwork remove the PE cover from the pipe and 
nail it to the external formwork.
For steel formwork liners are attached to the reinforcement with wire 
or similar materials.

• PE covers have to stay in the pipe for concreting.

• The distance between the reinforcement and the liner must 
be at least 5 cm all-around (see no. 2).

Push the pipe on the fixed PE cover and place it in the internal form-
work.

Armierung

mind. 5 cm umlaufend

ZVR (D)/X
D: inner diameter of pipe
X: wall thickness

*

Installation Instruction P-LINER Basic (ZVR (D)/X)
Composite cement pipe with a diameter from 80 - 300 mm 
with cement-bounded special coating.

GB

When concreting the pipes please ensure a proper compacting 
all-around (no cavities!).

3 Once the concrete has set, the casing can be removed.

Remove the PE cover from the composite cement pipe just be-
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Cable and Pipe Sealing Systems

• Liners as supplied match the wall thickness. Please check these dimensions before installation!

• Composite cement pipes must be closed with PE cover on both sides!

• During packaging, transportation and storage, the ZVR wall sleeves must not be kept in water or exposed to high 
temperatures or direct sunlight. Soiling and damage to coating must also be avoided.
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For use at a timber formwork remove the PE cover from the pipe and 
nail it to the external formwork.
For steel formwork liners are attached to the reinforcement with wire 
or similar materials.

• PE covers have to stay in the pipe for concreting.

• The distance between the reinforcement and the liner must 
be at least 5 cm all-around (see no. 2).

Push the pipe on the fixed PE cover and place it in the internal form-
work.

Armierung

mind. 5 cm umlaufend

ZVR (D)/X
D: inner diameter of pipe
X: wall thickness

*

Installation Instruction P-LINER Basic (ZVR (D)/X)
Composite cement pipe with a diameter from 80 - 300 mm 
with cement-bounded special coating.

GB

When concreting the pipes please ensure a proper compacting 
all-around (no cavities!).

3 Once the concrete has set, the casing can be removed.

Remove the PE cover from the composite cement pipe just be-
fore installation.

Montážní návod
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1 2Umístění	

Jedno montážní víčko, vyndané z pažnice, 
přibijte na požadované místo k dřevěnému 
bednění (u ocelových bednění upevněte
vázacím drátem ke svislé výztuži).
Odstup výztuže od pažnice musí kolem
dokola činit min. 5 cm (viz krok 2).

Pažnici nasuňte na víčko upevněné na bednění. 
Druhým víčkem pažnici zaslepte a bednění uzavřete.

Pažnici zabetonujte.
Důležité:
Při betonáži je třeba dbát na dostatečné
upěchování betonu okolo pažnice.

3 4

Po vytvrdnutí betonu odstraňte bednění.
Důležité:
Víčka odstraňte až těsně před pokládkou kabelů  
či potrubí.

! Důležité:
Délka pažnice musí odpovídat tloušťce stěny (vzdálenosti bednicích desek).

Uzavření	bednění

Zabetonování	 Otevření	bednění
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HRD-FU	(ZVR)
Umělohmotná pažnice s cementovým povrchem

vyztužení

min. 5 cm odstup
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1 2Umístění	

Pažnici umístěte na požadované místo. Pažnici upevněte k ocelové výztuži  
např. pomocí drátu.
 

Pažnici zabetonujte.
Důležité:
Při betonáži je třeba dbát na dostatečné
upěchování betonu okolo pažnice.

3 4

Po vytvrdnutí betonu odstraňte bednění.

! Důležité:
Délka pažnice musí odpovídat tloušťce stěny (vzdálenosti bednicích desek).

Upevnění

Zabetonování	 Otevření	bednění
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HRD-FU2	(FZR)
Vláknocementová pažnice


